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A clinical helical tomotherapy treatment machine has been installed at the University of Wisconsin
Comprehensive Cancer Center. Beam alignment has been finalized and accepted by UW staff.
Helical tomotherapy will soon be clinically available to other sites. Clinical physicists who expect
to work with this machine will need to be familiar with its unique dosimetric characteristics, and
those related to the geometrical beam configuration and its verification are described here. A series
of alignment tests and the results are presented. Helical tomotherapy utilizes an array of post-patient
xenon-filled megavoltage radiation detectors. These detectors have proved capable of performing
some alignment verification tests. That is particularly advantageous because those tests can then be
automated and easily performed on an ongoing basis. ©2003 American Association of Physicists
in Medicine. @DOI: 10.1118/1.1576395#
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I. INTRODUCTION

The first clinical helical tomotherapy1,2 treatment machine
has been installed at the University of Wisconsin~UW!
Comprehensive Cancer Center. The University of Wiscon
Tomotherapy Research Group and TomoTherapy Inco
rated~Madison, WI! developed the hardware and software
has been named Hi-ART for highly integrated adaptive
diotherapy. The precise, intensity-modulated radiother
treatments~IMRT! which this machine is capable of delive
ing require accurate patient-beam setup. That, of course
cessitates that the beam orientation be precisely known.

Tomotherapy utilizes a fan beam of radiation for tre
ment, which is inherently intensity modulated. The gan
rotates around the patient to treat from many angles. A
tomotherapy extends the treatment region by sequential j
tioning of the fan beam.3,4 Helical tomotherapy employs
synchronously rotating gantry and a translating couch.5 The
Hi-ART system features a 6 MVin-line linear accelerator. A
photograph of a functioning tomotherapy machine is sho
in Fig. 1. The tomotherapy coordinate system is shown
Fig. 2. A primary collimator~of tungsten! shapes the beam
This collimator defines a geometrical projection that is 40
wide in theX or transverse direction by 5 cm wide in theY or
patient inferior–superior~inf–sup! direction at an isocente
located 85 cm from the source. A single set of movea
~tungsten! jaws further collimates the 5 cm wide beam. Th
allows a variable width beam that is close to a 5 cmwidth in
the inf–sup direction. These moveable jaws are shown
Fig. 3. The ends of the jaws are 23 cm from the source
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custom-made binary multileaf collimator~MLC! further col-
limates the beam in the transverse direction distal to
moveable jaws. This MLC contains 64 interspersed~tung-
sten! leaves. There are 32 leaves on each of two oppos
sides ~64 total! that slide past one another. The MLC
shown in Fig. 4. Each leaf therefore defines a beamlet tha
6.25 mm wide in the transverse direction at a distance of
cm from the source. The leaves are 10 cm thick in the be
~Z! direction. The projected distance that the leaves trave
is more than 5 cm at the isocenter~they travel in the inf–sup
direction!. The leaves are binary~on or off! in the sense tha
the transit time from open to close is relatively short~,25
ms!. The leaves utilize an interlocking tongue-and-groo
design to prevent a direct path through which the radiat
can pass when adjacent leaves are closed. The tongue an
groove dimensions are both 0.30~60.03! mm with a nomi-
nal overlap of 0.15~60.03! mm. The distal side of the MLC
is approximately 40 cm from the source. A schematic d
gram of the collimation is shown in Fig. 5.

A linear array CT detector resides on the rotating gan
opposite the source. This detector consists of 738 xen
filled detectors. Each detector has a projected transv
width of 0.73 mm at the isocenter.

Alignment issues faced by clinical physicists during a
ceptance testing/commissioning and during routine qua
assurance are addressed here. The tests are generally
sented in the order in which they should be performed. T
first are those that might necessitate moving the accelerat
the results were not satisfactory. Another concern was to
1118…Õ1118Õ10Õ$20.00 © 2003 Am. Assoc. Phys. Med.
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1119 Balog et al. : Benchmarking beam alignment 1119
sign acceptance tests that required only those Hi-ART
tures that would be available at the time of alignment co
missioning. The megavoltage computed tomograp
imaging features would be useful for some tests, but will
be commissioned until after beam alignment, for exampl

II. MATERIALS AND METHODS

Kodak EDR2 Ready-Pack film~Eastman Kodak Com
pany, Rochester, NY! was used extensively for dose imagin
Radiographic film has become accepted for commission
MLCs.6–11 EDR2 film is approximately linear in response
600 cGy, and this extended dose range is better suited
tomotherapy dosimetry with its high output rate. The H
ART accelerator produces about 1000 cGy per minute for
calibration field size, 5 cm inf–sup width by 10 cm tran
verse width, at the isocenter distance~85 cm! at a depth of

FIG. 1. This is a photograph of a helical tomotherapy unit. The slip-r
gantry and CT-like ring geometry is evident.

FIG. 2. This illustrates the helical tomotherapy coordinate system, wh
follows the International Electro technical Consortium~IEC! specification.
Medical Physics, Vol. 30, No. 6, June 2003
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dmax ~1.5 cm! in water. See the appendix for calibration d
tails. Some films were exposed with the gantry only at
~pointing down!. Those films were at a depth of 1.5 cm wi
2 cm of backscatter provided by custom made Solid Wa
slabs~Gammex Inc, Middleton, WI!. Other films were ex-
posed with the gantry at 0° and then at 180°. Each of th
films had 2.0 cm of build-up and 2.0 cm of backscatter. T
film and solid water were positioned such that 10 cm of fi
and phantom overhung the end of the couch, for these s
ations. This allowed the radiation to undergo equal atten
tion from both opposed gantry angles.

h

FIG. 3. This shows an image of the moveable jaws used to define theY axis
or longitudinal field width.

FIG. 4. This is an image of the binary MLC.
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1120 Balog et al. : Benchmarking beam alignment 1120
All films were given a dose between 200 and 400 cGy
operate well within the linear range. They were scanned o
Howtek Multi-Rad 450 film digitizer~Hudson, NH!. The
measured digitization values were converted to dose v
known digitization value to dose calibration curve by expo
ing EDR2 film to known dose levels, and recording the c
responding digitization values. The calibration field set
was used. An ion chamber placed 2 cm below the film c
firmed the dose. An appropriate percent depth dose cor
tion factor was used.

Many of the tests require that the center of the slit be
be determined. This is defined as the halfway point betw
the full-width at half-maximum dose points. Custom analy
software was written in PV-Wave programming langua
~VNI Inc. Boulder, Colorado!. This was done for both the
digitized films and the data set recorded on the xenon
detectors. Repeated use of the film and digitizer indicate
the full-width at half-maximum distance is accurate to with
60.2 mm. This value was used for error analysis when
propriate. This uncertainty decreases to60.1 mm when re-
analyzing the same film.

A. Source Õprimary collimator alignment

The exact positioning of the source is critical due to t
very small fields and the relatively short distance from
source to the primary collimator. The goal was to find t
position of the jaws that maximized the output of the acc
erator. Slight misalignments would be magnified and read
noticeable. The Hi-ART design allows a convenient meth
for verifying the source placement relative to the prima
collimator along theY axis. The moveable jaws pivot about
point that is 50 mm behind the target position. The movea
jaws were asymmetrically shifted about their nominal cen
point such that the jaws-defined beam center swept ac

FIG. 5. This is a schematic diagram of the primary collimation, the mo
able jaws, and a single MLC leaf.
Medical Physics, Vol. 30, No. 6, June 2003
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the physical source position. The moveable jaw offsets w
swept from220 mm to120 mm at the isocenter plane in
series of discrete positions. The actual distance swept a
source location was22.5 mm. This is equal to the223 to
123 mm shift at isocenter demagnified by 50 mm/900 m
which is the pivot to source distance divided by the pivot
isocenter distance. All MLC leaves were open for each tre
ment procedure delivered for each static position of
moveable jaws. The moveable-jaws-definedY-axis field
width was kept constant at a relatively small distance o
mm projected to the isocenter. This increased the sensiti
of the test, since with a smaller jaw opening the transmit
fluence is a strong function of when the jaws-defined-cent
axis points toward the actual source center. The acceler
was physically moved based on these results to position
source as close as possible to the center of the primary
limator.

A custom-made ion chamber from Standard Imag
~Middleton, WI! was used for these alignment measu
ments. It is a cylindrical ion chamber with a 12 cm lon
collecting length and an 8 mm diameter. The long axis of
chamber was set parallel to theY axis at the isocenter. It wa
placed in a solid water miniphantom with a 3 cmdiameter.
The 4 mmY-axis field width strikes the chamber at differe
inferior–superior regions as a function of moveable-jaw sh
position, but the detected signal was approximately invari
with ion chamber position, due to its uniform response. T
central 5 cm of this chamber was irradiated as the jaws w
shifted. The chamber response in this region is cons
enough, within 1%, such that each individual reading co
be used without correction. This measurement is forgiv
for small translation setup errors in any direction.

B. Beam Y-axis misalignment

The second alignment test verifies that the beam cente
directed exactly parallel to the gantry rotation plane. A
Y-axis misalignment of the beam center could be detected
placing the EDR2 film well away from the gantry isocente

The film was placed below the axis of rotation so rad
tion directed from above had a relatively long distance
travel and therefore a relatively long distance through wh
to diverge. Next, the gantry was rotated 180° and the fi
was irradiated again. The second exposure traveled less
fore it struck the film, so it diverged less. This concept
illustrated in Fig. 6. AnyY-axis misalignment of the beam
center away from the gantry plane of rotation was read
apparent on the exposed image because the longitudinal
ters of the two exposures were different.

The couch was dropped 25 cm below isocenter, and
posed through all leaves on one side of the MLC, 1–32, w
the gantry at 0°. These were the left side or negative-X side
leaves with the gantry at 0°. The moveable jaws defined
cm longY-axis field width. The gantry was then rotated 180
and the exposure was repeated using the same open-leaf
figuration. Opening half of the MLC leaves for both exp
sures results in abutting images, that do not significan
overlap at the beam center. The films were processed, an

-
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1121 Balog et al. : Benchmarking beam alignment 1121
centers of each half-field exposure were independently de
mined. The resulting dose images are shown in Fig. 7.
centers of each half-field dose image were determined
compared. The moveable jaws were asymmetrically shi
until the beam center had a minimalY-axis component.

The test just described only verifies that a specific j
setting does or does not have a beam center with aY-axis
misalignment. This needs to be verified for other settings
the moveable jaws as well. An easy way to do this is to s
film at the isocenter and program a center set of leave
open along with two other leaf sets positioned transvers
away. The film is exposed using the 5 cmY-axis field width.
Next two additional sets of leaves between the first se
previously open-leaf sets, are programmed to open.
moveable jaw opening is set to a clinical inf-sup field wid
and the film is exposed again.

A film was placed at isocenter. The moveable jaw sett
was set to the calibration inf–sup field width of 5 cm. Leav
11–18, 29–36, 47–54 were opened and the film was
posed. The moveable jaws were narrowed to the clin
Y-axis 1 cm field width. Leaves 20–27 and 56–63 were th
opened, and the film was exposed again. The films w
processed, and the centers of each leaf set were determ
The resulting dose images are shown in Fig. 8.

FIG. 6. This shows an illustration of the test for determining if the cen
axis of the beam has aY-axis misalignment.

FIG. 7. This shows an illustration of the dose image that results when a
is placed 25 cm below the isocenter and irradiated through leaves 1–32
the gantry first at 0° and second at 180°. Profiles taken across each
allow a central axisY-axis misalignment to be quantified.
Medical Physics, Vol. 30, No. 6, June 2003
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A third criterion is that the moveable jaws must be par
lel to the plane of gantry rotation. The slit beams will pr
duce a criss-cross dose pattern upon gantry rotation if t
are not. This concept is illustrated in Fig. 9. This conditi
was examined by another double exposure, gantry-rota
dose image of a film placed at the isocenter. All leaves w
opened for both exposures. The first exposure was with
gantry at 0° and the moveable jaws defined a 4 cmY-axis
field width. The gantry-at-180° exposure used a 2 cmY-axis
field width. The resultant dose image is shown in Fig. 1
Y-axis profiles were taken across the ends of this image
compared to determine the degree of jaw twist.

C. MLC alignment

The next test determines if the MLC is properly focus
towards the source. One way to accomplish that is to uti
the tongue-and-groove/penumbral burring effect~T&G–PB!.
The T&G–PB effect has been described in the literature12

but briefly it produces an energy-fluence dip between t
sequentially opened leaves. This energy-fluence dip is m
mized when leaves are maximally focused towards
source. The effect can be maximized for MLC-sourc
alignment quality assurance by allowing only sequen

FIG. 9. This is an exaggerated illustration of the dose image that wo
result if the jaws were not perfectly aligned with the plane of gantry ro
tion.

l

ith
alf

FIG. 8. This is the dose image that resulted from a double exposure to a
in which a series of leaves were opened for the calibration jaw setting a
separate set for another clinical jaw setting. Both jaws moved symmetric
if the centers of the dose blocks are the same.
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1122 Balog et al. : Benchmarking beam alignment 1122
opening of adjacent leaves.~Note, the clinical delivery
method minimizes sequential opening between adjac
leaves.!

A film was placed at isocenter with the gantry at 0°. R
diation was delivered in which every even leaf was op
with all odd leaves closed, followed by every odd leaf op
with all even leaves closed. This produced a series
T&G–PB modulations. The resultant dose image is shown
Fig. 11. A transverse profile was measured across this im
and analyzed for symmetry between the T&G–PB peaks
valleys.

This same treatment procedure was delivered with
couch fully retracted from the bore. The xenon detector
corded the incident dose profile. The data were proces
such that the all-even-leaf profile was added to the all-o
leaf profile. This determined how well the xenon detect
matched film for this experiment.

The MLC leaves could have a twist with respect to t
plane of gantry rotation, as previously explained for the ja
since the MLC mounting is independent from the jaws. T
alignment was tested via a double exposure, gantry-rota
delivery to a film placed at the isocenter. Leaf 32 was op
for each exposure taken at gantry angle 0° and gantry a
180°. The MLC center is between leaves 32 and 33 so
resultant two leaf-32 images should be adjacent, not su
imposed. The moveable jaws were set to the 5 cmY-axis
field width to increase the distance over which any ML
twist could be observed. The resultant dose image is sh
in Fig. 12. Multiple profiles were taken across the dose
age and compared.

The location of the MLC leaves with respect to the gan
center of rotation~COR! must be determined. A double ex
posure, gantry-rotation dose image from a film placed at
isocenter is used. The gantry-at-0° exposure had leave

FIG. 10. This is a double exposure image of the gantry at 0° and the ga
at 180° image resulting from a 4 cm and a 2 cmY-axis field width. The two
profiles were compared to determine the degree of jaw twist.

FIG. 11. This shows the dose image that results from an exposure thr
every odd leaf open followed by every even leaf open.
Medical Physics, Vol. 30, No. 6, June 2003
nt

-
n
n
f

in
ge
d

e
-
ed
-

s

,
e
n

n
le
e
r-

n
-

e
32

and 33 and leaves 28 and 29 opened sequentially.
gantry-at-180° exposure had leaves 28 and 29 opened
quentially. The projection of the center of the MLC shou
lie at the leaf 32–33 T&G–PB indication. The MLC cent
position relative to the gantry isocenter can be determi
from the relative position of the T&G–PB indications. Th
MLC/COR dose image is shown in Fig. 13.

The MLC/xenon detector relationship needs to
mapped, and to determine if that mapping is invariant w
gantry position. This was done without film. A series of fo
T&G–PB procedures were delivered at gantry angles
90°, 180°, and 270°. Leaves 32 and 33 were opened seq
tially for all exposures. The T&G–PB artifact is clearly vis
ible on the profile across the xenon detector data, and
detector channel that recorded it was noted for each pro
The consistency of this detector channel relationship w
then determined as a function of gantry angle.

ry

gh

FIG. 12. This is the resultant dose image from a double exposure ga
rotation procedure. Leaf 32 was open for both exposures. TheY-axis field
width was set to 5 cm. Profiles taken along each line will be identical o
if the MLC-leaf direction is exactly perpendicular to the gantry rotati
plane.

FIG. 13. This is the dose image that results from a double exposure ga
rotation in which leaves 32 and 33 and leaves 28 and 29 opened seq
tially.
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1123 Balog et al. : Benchmarking beam alignment 1123
D. Detector alignment

The collimating face of the moveable jaws and the xen
detector array must be parallel. This can be determined
performing a series of treatment procedures in which
jaws are gradually closed until the signal on the xenon
tectors starts to diminish. Manipulating the jaw-offset po
tion did this. All detectors should see less radiation vs j
size equally as the moveable jaw openings are decrease
the detectors and jaws are perfectly aligned.

A detector profile was recorded for a 30.0 mm moveab
jaw setting and a 7.5 mm offset, i.e., the projected cente
the jaw opening at isocenter was shifted 7.5 mm. This eff
tively had one jaw occluding part of the detectors while t
other provided no beam blocking. A calibration reading n
malized each offset reading. The calibration reading c
sisted of a 30.0 mm moveable-jaw setting with no shift. T
removed the detector response variation as a function of
tector position.

III. RESULTS

The majority of the dose images recorded on film we
mathematically rotated so that the long axis of the slit be
was parallel with the imaging coordinate system. This
abled all center points~along the transverse plane! to lie in
the same row.

A. Source Õprimary collimator alignment

The relative source intensity vs moveable-jaw shift po
tion is shown in Fig. 14. The intensity was maximized with
jaw shift of negative 5 mm~62 mm!. This test reveals tha
the source was 0.3 mm~60.02 mm! away from the center o
the primary collimator, after accounting for the magnificati
of the movement at the isocenter.~The uncertainty was base
on the source position prediction of negative 3 mm based
an interpolated full-width at half-maximum distance.!

FIG. 14. This shows the relative intensity measured as a narrow jaw w
was symmetrically shifted across the isocenter and source plane.
Medical Physics, Vol. 30, No. 6, June 2003
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B. Beam Y-axis misalignment

The two profiles taken across theY-axis misalignment
dose images are shown in Fig. 15. The center of each pr
can therefore be used to measure theY-axis misalignment
component of the beam center. TheY-axis location for the
center of the top-directed beam equals the divergence s
multiplied by the distal SSD distance of 110 cm. TheY-axis
location for the center of the bottom-directed beam equ
the divergence angle multiplied by the near distance of
cm. The difference between the centers of the two expos
then equals the difference through which each beam dive
multiplied by the divergence slope,

Center difference5divergence slope* ~ far SSD

2near SSD!,
~1!

Center difference5divergence slope* 50 cm.

The angular value of the central axis misalignment is eq
to the inverse tangent of the divergence slope,

Angular Y-axis misalignment of beam center

5tan21 ~center difference/50 cm!. ~2!

The center difference between the two profiles was meas
to be 0.56 mm. So, the actual angularY-axis misalignment of
the beam center5tan21(0.056/50)50.064°.

The Y-axis misalignment at the isocenter is computed
be equal to (85 cm/50 cm)* 0.5650.95 mm.

The two profiles taken across the varying moveable-j
setting dose images are shown in Fig. 16. A shift in t
location of the two centers indicates an unequal motion
the jaws with respect to the calibration field positions. T
centers were offset by 0.5 mm. The center of the clini
beam was 0.5 mm deeper into the bore.

The two profiles taken across the jaw/gantry-plane ali
ment dose image are shown in Fig. 17. The image was
tated based on the edges of the longerY-axis field width.
Each profile was 3 cm from the field edge, so the transve
distance between the profiles was 34 cm. The field edges
the greater moveable-jaw setting match exactly, which in

th

FIG. 15. This is a plot of the two profiles taken along theY-axis misalign-
ment dose image. The centers of the two images would be the same if
were noY-axis misalignment of the central axis.
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1124 Balog et al. : Benchmarking beam alignment 1124
cate that the image was properly rotated. The center of
narrower peaks was calculated to be halfway between
75% dose levels. The 75% dose level was used because
was a double exposure image, and the narrower dose im
ends at approximately 50%. It was determined that there
a 0.74 mm shift between the two narrower peaks. The ac
twist angle is calculated as follows:

Twist angle5tan21 ~shift distance/profile transverse

separation distance!. ~3!

This corresponds to a 0.12° jaw twist for a 0.74 mm sh
distance and a 34 cm profile separation distance. Assum
each measurement was accurate to within 0.1 mm yield
overall uncertainty of 0.02°~60.1 mm/0.56 mm!.

C. MLC alignment

A transverse profile across the T&G–PB induced film i
age is shown in Fig. 18. The lower plot is the actual relat
dose profile. An all-leaf-open profile is shown as well. T

FIG. 16. This shows the profiles taken across the varying jaw setting do
exposure dose image. A shift in the location of the two centers indicate
unequal motion of the jaws with respect to the calibration field position

FIG. 17. This is a plot of the two profiles taken along the jaw/gantry-pla
alignment dose image. The shift of the two narrow peaks is a measure o
jaw/gantry-plane misalignment.
Medical Physics, Vol. 30, No. 6, June 2003
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T&G–PB indications are clearly visible. A better understan
ing is gained by normalizing the original T&G–PB tran
verse dose profile by the all-leaf-open dose profile. The
leaf-openX-direction dose profile has a triangle-shaped pe
The triangle shape is because the helical tomotherapy b
does not have a flattening filter.13 A measure of the MLC
alignment can be inferred from the relative value of t
peaks and valleys across the normalized transverse T&G
dose profile.

The xenon detector T&G–PB signal profile is shown
Fig. 19. This profile was normalized by the all-leaf-op
xenon-recorded signal profile. Overlaid on this plot is t
normalized film-recorded T&G–PB dose profile.

The MLC/gantry-plane twist results are shown in Fig. 2
The two T&G–PB dips coincide exactly so there is no me
surable MLC twist.~Leaf 32 open and rotated 180° shou
produce a similar T&G–PB artifact as a sequential open
of leaf 32 and 33.!

The dose profile across the MLC/gantry COR exposu
is shown in Fig. 21. The difference between the left~leaf

le
an

e
he

FIG. 18. This shows the transverse profile taken across the slit beam fo
alternating even-leaf/odd-leaf exposure. The lower plot is the actual
profile. The upper plot is the lower plot after it has been normalized by
relative off-axis dose distribution. An all-open profile is shown as well.

FIG. 19. The solid line is the previously shown film-recorded, normaliz
T&G–PB dose profile. The dashed line is the processed and norma
T&G–PB dose profile recorded by the xenon detectors.
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1125 Balog et al. : Benchmarking beam alignment 1125
28–29 gantry @ 0°! and center~leaf 32–32 gantry @ 0°!
T&G–PB dips was measured to be 25.1 mm. The differe
between the right~leaf 28–29 gantry @ 180°! and center dip
was measured to be 24.7 mm. The assumption in this te
that the physical difference between the center of lea
28–29 and leaves 32–33 does not change upon gantry
tion. Therefore, the difference between the left–center
center–right dips is due to the shift between the center of
MLC and the gantry COR upon rotation. The measured
ference was 25.1 mm–24.7 mm, which equals a 0.4 mm s
in the T&G–PB artifact for leaves 32 and 33 upon rotatio
Therefore, the region between MLC leaves 32 and 33 is
set 0.2 mm from the COR.

Figure 22 demonstrates the T&G–PB dip between a
quential opening of leaves 32 and 33 upon gantry rotat
The xenon-detector recorded profiles are shown for the
static gantry angles used. The minimum fluence between
leaves is recorded at detector channel 389 for all ga
angles. This exact match for the relative shape of the pro

FIG. 20. This shows the dose profiles taken across the double expo
gantry-rotation leaf-32-open dose image. The shift between the two pro
is a measure of the MLC/gantry-plane twist.

FIG. 21. This is a transverse profile with respect to the MLC/COR d
image. The relative difference between the T&G–PB indicators denotes
position of the MLC center relative to the gantry isocenter.
Medical Physics, Vol. 30, No. 6, June 2003
e

is
s

ta-
d
e

f-
ift
.
f-

e-
n.
ur
he
ry
s

indicates that any effective combination of source-ML
detector shift upon gantry rotation is well within 1 detecto
which projects to 0.73 mm at the isocenter.

D. Detector alignment

The xenon-detector recorded profile for a jaw setting
30.0 mm and a jaw offset of 7.5 mm, divided by the calibr
tion jaw setting, indicated that the xenon detectors w
aligned with the jaws. The ratio at the far left side is 0.83
and the ratio at the far right side is 0.836. The symme
between the left and right sides demonstrates that the xe
detector and jaws are well aligned.

IV. DISCUSSION

Whenever possible, a double exposure film technique
used. This is advantageous in that it is relatively forgiving
film placement. The exact beam location need not be kno
Moreover, these tests can be performed before the treatm
couch is exactly aligned. Both of the conditions are proba
during initial beam commissioning since the final couch a
laser alignment are set afterwards. The film is large eno
to be forgiving of small placement errors. The only restr
tion is that the film not be moved between the first and s
ond exposure.

The source alignment test should be the executed fis
this case, the test for alignment is relatively simple, but
source adjustment is relatively difficult since all the bac
shielding lead needs to be removed before the acceler
can be moved. This test relied on the absolute position of
jaws being accurate, i.e., the jaws are symmetrical and
actly known relative to the primary collimator center. Th
center-offset position is mechanically verified by an in-hou
alignment jig. Precise servomotors control the relative m
tion. This test also relied on the jaws accurately focusing
the pivot point. An erroneous source position calculati
would result if they did not. The error would approximate
equal the product of the angular misalignment~in radians!
and the jaw rotation-point distance away from the isocen
This could be anywhere from the proximal jaw-source po
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FIG. 22. This figure demonstrates the T&G–PB dip between a seque
opening of leaves 32 and 33 for the four cardinal angles of the gantry.
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1126 Balog et al. : Benchmarking beam alignment 1126
tion of 11 cm to the distal jaw-source position of 23 cm
Mechanical engineering analysis indicates that a jaw/piv
point misalignment error greater than 0.1° is not likely. V
ues less than that would not significantly alter the results
0.1° error about a rotation point halfway along the length
the jaws ~17 cm for the source position! would shift the
jaw-focus point 0.3 mm. This would perturb, but not rad
cally alter the results as the jaws sweep a distance of 2.5
at the source plane.

The source location results presented here relied sim
on the peak intensity signal. The response could easily b
to a parabolic curve for better statistical results, if need
However, since the solution to any misalignment is to mo
the accelerator, it is not felt that such statistical accurac
warranted.

The MLC/source alignment is more easily adjusted
moving the source rather than the MLC. Any recommend
source adjustment would be in theX direction, but it would
be prudent to recheck all source and jaw alignment par
eters. The clinical physicist may wish to repeat some of
rotational tests described herein for the gantry at 0° and 1
for lateral gantry angles, and would be encouraged to do
The principal is the same. The detector alignment test p
sented was only done with the gantry at 0°. This also co
be repeated at the four cardinal angles, if desired. The
unit showed no appreciable difference at those angles, b
is possible that the accelerator structure could be pertu
upon gantry rotation, and thus affect the detector/jaw ali
ment.

The Y-axis misalignment of the beam center is adjus
by shifting offsets of the moveable jaws relative to th
nominal offset positions. This is a very simple software p
rameter input value, as long as the source is approxima
centered within the primary collimator. The next test p
sented checked if the moveable jaws moved equally and
posite from the position at which they were set to have
Y-axis misalignment. It is reassuring if they do, but as lo
as any discrepancy is submillimeter, it will not matter clin
cally as it can be dealt with separately in planning. An un
ceptable jaw twist with gantry rotation value would be dif
cult to correct, but could if need be. The MLC and oth
components would have to be removed beforehand.

The MLC/source alignment is an area that involved m
tiple source adjustments. The initial test showed a dist
MLC/source misalignment. This was made evident by
initial normalized T&G–PB transverse profile~not shown!.
A careful accelerator alignment in theX direction has been
shown not to affect the previously adjusted alignment in
Y direction. However, the opposite was also shown for l
careful adjustments. Therefore, when the accelerator is
justed for MLC alignment, theY-axis misalignment tests
should be repeated. The MLC/source alignment test p
duced the only results that were not quantified. The M
was considered sufficiently aligned via a visual inspection
the T&G–PB profile. The magnitude of the T&G–PB pea
and valleys are approximately equal. The symmetry at the
lateral edges is especially important for alignment deter
nation. An automatic analysis tool is made more difficult
Medical Physics, Vol. 30, No. 6, June 2003
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the random size of the T&G–PB effects between~;equally
focused! adjacent leaves due to random machining/assem
variations. Nevertheless, an automatic analysis tool is un
development.

The MLC/gantry-plane alignment would be a difficult p
rameter to fix, but it is not likely to be in error. This i
likewise for the MLC/xenon detector consistency. Both t
MLC and the detectors are fastened to the same high pr
sion CT gantry, so it is not likely there would be an inco
sistency between them upon rotation. Regardless, like
alignment parameters, it needs to be verified.

The MLC/gantry COR results just need to be quantifie
The optimization/dose calculation code is capable of o
mizing with an MLC/COR offset.

The post-patient xenon-filled 762 element detection ar
proved very useful. It was able to assist in its own alignm
verification, both for its consistent mapping with the ML
leaves, and for its alignment with the plane of gantry ro
tion. It was also shown to be able to adequately replace
for the MLC/source alignment test. The spatial resolution
the detectors was almost as fine as digitized film results
determined by the similarity between the transverse profi
in Fig. 18, for measuring the magnitude of the T&G–P
effects. Any test that can be done via the xenon detectors
be automated and the results can be known in nearly
time.

V. CONCLUSION

The first clinical helical tomotherapy machine has be
installed and commissioned at the University of Wiscons
The accelerator x-ray source and the beam-collimation
vices are well aligned. The tests for verifying and quanti
ing this were presented. Very little specialized equipmen
required. Radiographic film is the predominate dosime
used. A single specialized external ion chamber was used
one alignment test. The Hi-ART system provides a po
patient megavoltage xenon-detector array that has pro
useful for many alignment tests.

TomoTherapy Incorporated has written software for
cilitating the analysis of film and xenon-detector data. A
test that can be performed with the xenon-detector data
be automated and analyzed quickly.
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APPENDIX: HELICAL TOMOTHERAPY
CALIBRATION DETAILS

The Task Group 51 protocol specifies the calibration p
cedure for therapeutic megavoltage radiation beams.14 It ex-
plicitly specifies a setup of a 100 cm SSD and a perc
depth dose measurement at 10 cm. The maximum to
therapy field size is 5 cm by 64 cm at the isocenter, which
85 cm away.

The couch is lowered by its maximum distance, 27 c
and a water tank is filled with 12 cm of water. This sets t



cm

lea
th

9
1

of
-
e
a

r
tp
xi-

siz
e
6
os

th

he

ifi
f

, B
ry

rd
at.

A.
pa-

A.
a-

ad-

af

s-
ra-
r.

e,
ion

g
n,’’

. E.
g

f

ta-

ion

al
-

R.
e

1127 Balog et al. : Benchmarking beam alignment 1127
SSD to 100 cm. A chamber can be set to a depth of 10
and still have more than 2 cm of backscatter~when including
the couch!. The central 40 leaves were set open. Each
projects to 6.25 millimeters in the transverse direction at
isocenter, so the overall transverse distance is 29.4 cm~at
SSD5100 cm). TheY-axis field width at 100 cm SSD is 5.
cm. This equals an equivalent field size of approximately
cm by 10 cm specified by the product of theX-axis dimen-
sion and theY-axis dimension divided by the perimeter
the rectangular field.15 The required TG51 protocol param
eterKq is then determined from the percent dose value m
sured at 10 cm versus that measured at the depth of m
mum dose. This computedKq value, along with the othe
TG51 correction factors is then used to determine the ou
for the 5 cm by 10 cm calibration field at the depth of ma
mum dose at the isocenter.

The authors realize that the equivalent-square field
approximation breaks down at highly rectangular field siz
but theKq correction factor is typically close to unity for a
MV linear accelerator. The depth 10 cm percent depth d
for the 100 cm SSD field was 63.0%. TheKq value for this
energy for the A1SL ion chamber~Standard Imaging,
Middleton, WI! is 0.999. The depth at 10 cm percent dep
dose value for the 85 cm SSD field was 60.8. TheKq value
for this energy is also 0.999. Therefore, it is unlikely that t
use of an equivalent square correction factor produces
error greater than a few tenths of a percent.

More research, employing Monte Carlo analysis, spec
cally addressing the recommended calibration technique
helical tomotherapy is ongoing.
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