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Verification of Enhanced Dynamic Torque 
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Abstruct-An easily implemented technique for dynamic torque 
per ampere enhancement under high levels of motor saturation 
is described and validated via substantial experimental results 
presented in this paper. A saturation model assuming only 
d-axis saturation is utilized in field oriented control of the 
experimental system and the results are compared to theoretical 
predictions based on the same saturation model. In order to 
help users optimize this technique, the paper discusses motor 
selection issues for the production of this dynamic torque en- 
hancement. An experimental illustration of the use of the torque 
enhancement principle to break away a load with high static 
friction is presented to demonstrate the practical application of 
the concept. Measurement methods used to evaluate the dy- 
namic properties of the electromagnetic torque are presented in 
sufficient detail that users have appropriate tools for performing 
such work. 

I. INTRODUCTION 
METHOD for increasing the dynamic torque per A ampere capability of induction machines based on 

the use of indirect field orientation was presented in [l]. 
Under a fixed current limit, imposed by the switch ratings 
of the inverter, dynamic torque enhancement can be 
achieved by utilizing the dynamic properties of the ma- 
chine. The flux, for instance, is related to the current by a 
first-order lag relationship. This occurs because of in- 
duced currents in the rotor, which support the flux. Thus, 
flux will exist in the machine for a period of time even 
after the flux producing d-axis current is completely re- 
moved. While the flux is still present, the inverter can 
apply its full current capability to the torque producing 
q-axis. The interaction of this temporarily large magnitude 
of q-axis current with the temporarily large magnitude of 
rotor flux produces torque greater than the optimal 
steady-state torque where current is being partitioned 
between the d- and q-axes [21-[111. 

To maximize the dynamic torque per ampere improve- 
ment using this method, it is necessary to operate with a 
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large flux, thus driving the machine into saturation. Also, 
since the flux is dynamically varying in amplitude, it must 
be accurately tracked to ensure that field orientation is 
still achieved [12]. The saturation model, which predicts 
the level of flux, is therefore important [131-[16]. This 
paper will present a saturation model which was used in 
both simulations and in experiments. The correlation of 
the theoretical and empirical results verify the validity and 
accuracy of the saturation model for the purpose of 
torque enhancement during flux transients. 

The results will compare the electromagnetic torque 
produced using trapped rotor flux to enhance the dynamic 
torque per ampere with the optimal steady-state torque. 
These empirical results will be compared with theoretical 
and simulation results. 

The measurement of electromagnetic torque is always 
difficult, especially where the torque is dynamically vary- 
ing. One method of accurately estimating the transient 
electromagnetic torque is to measure the acceleration of 
the machine with no load attached. A software accelera- 
tion observer, which estimates the acceleration from mea- 
sured position information, was implemented for that 
purpose. This paper will also discuss observer implemen- 
tation issues, which include eigenvalue design and perfor- 
mance limitations and sensitivities. 

11. TORQUE PER AMPERE OPTIMIZATION 
A. Field Orientation Induction Motor Model 

The model of a current fed induction machine is simpli- 
fied under field orientation. By aligning the rotor flux A;dr 
completely with the d-axis, the synchronous frame motor 
equations become 

0 = rri& +  PA:^, 

A:, = L,i& + Lri i r ,  

A t r  = Lmiis + Lri ir  = 0,  

(1) 

(2) 

(3) 

0 =-- 

rr  A% 

(4) 

( 5 )  
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These equations must be used to develop the field orien- 
tation constraints during transient and steady-state opti- 
mization of the machine's torque per ampere relationship. 

B. Steady-State Optimization 
The current ratings of the inverter and the motor limit 

torque production in the steady state. The steady-state 
relationships are found by applying the steady-state condi- 
tion, pAt;, = 0, to (1) and (21, 

(6) A:, = L m i' d s ,  

and steady-state torque becomes 

(7) 

From (7), it is clear that both of the inverter-supplied 
components, i:s and i is ,  of stator current produce 
steady-state torque. To maximize the torque per ampere 
under a stator current limit (i.e., a maximum value of 
i ids),  the optimum partitioning of i& and i is  must be 
found, where 

In a nonsaturated machine, the maximum torque per 
ampere occurs for i:, = i;, = 0.707 i ids.  However, when 
the saturation properties of the motor are included, the 
optimal ratio of i:s and i i ,  is altered by the nonlinear 
relationship between i:, and A:,. Fig. 1 shows the steady- 
state torque for a saturating machine with varying parti- 
tioning of three different stator current amplitudes [ 141. 
By including the saturation effects of the motor, the 
optimal ratio of i iS/ i ids  increased over the unsaturated 
case. The peak torque for the machine running at 1.5 
times rated stator current was reached at i is  = O.87*iid,. 
This shift occurs because, when saturated, increasing i:s 
produces smaller and smaller flux gains, reducing its ef- 
fect on torque production. As a result, the stator current 
is worth more to torque production in the q-axis than in 
the d-axis. Therefore steady-state torque, under a stator 
current limit, is optimized by supplying a larger percent- 
age of the stator current to the q-axis [14]. 

C. Transient Optimization 
The rotor flux in the steady state, as defined by (6), is 

solely dependent on Lm and i&. However, the general 
relationship for A:,, (21, which accounts for the dynamic 
case, shows that the rotor flux is supported by both the 
rotor and stator d-axis currents. The rotor current (i:,), 
however, is not supplied by the inverter but rather is an 
induced current. It will be shown that a change in the flux 
command it;, induces the transient rotor current i:,, 
which decays with the rotor open circuit time constant 
and restricts the instantaneous change of rotor flux. It is 
this induced transient current which supports the rotor 
flux, and allows for dynamic torque production greater 
than previously attainable optimal steady-state torque. 

0 0.2 0.4 0.6 0.8 1 
izs - 
ieqds 

Fig. 1. Steady-state torque of a saturating field oriented induction 
machine as a function of the percentage of torque axis current for three 
different stator current levels. 

1) Transient Rotor Current: The relationship between 
stator and rotor d-axis currents can be found from (1) and 
(2) as 

The steady-state relationship i:, = 0 is reached when 
pi:, .= 0. However, dynamically, the rotor current is pro- 
portional to the rate of change in the d-axis stator current 
(pi&).  That is, in response to a change in i:,, an opposing 
it;, is induced to restrict the change, and decays exponen- 
tially with the rotor open circuit time constant 7,. It is this 
induced rotor current which initially retards the decay of 
the flux A:,. 

2) Transient Rotor Flux: Rotor flux is supported by a 
steady-state current (i:,) and an induced transient cur- 
rent, which ensures the continuity of flux (&).  Since a 
current regulator can only effect i:, directly, (1) and (2) 
can be solved for the dynamic flux response to i&: 

(10) 

This illustrates that A:, is related to i& by a first-order 
lag and that if i:$ is completely removed, a decaying 
amplitude of flux will exist in the machine. The flux would 
be effectively trapped in the rotor by the induced rotor 
current, i:,. 

3) Optimizing Dynamic Torque Per Ampere: The concept 
of trapped rotor flux can be used to increase the transient 
torque per ampere capability of the machine above its 
optimal steady-state torque per ampere. In the steady 
state, peak torque production came from optimally parti- 
tioning i ids  into i& and iis. In the dynamic case, the 
trapped flux acts as an independent, albeit decaying, flux 
source if the d-axis stator current support it;, is reduced 
or removed. Therefore, the unused i:$ part of the stator 
current vector can be applied to increase iis and thus 
increase torque production. 

A possible scheme of controlling iGs and izs to maxi- 
mize transient torque per ampere under a stator current 
amplitude limit is as follows: 
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1) Use all the available stator current in the d-axis to 

2) When peak torque is required, switch all of the 

The interaction of the larger i is  and instantaneously 
unchanged rotor flux will produce an initial torque that is 
larger than the optimal steady-state torque. This torque 
will decay in amplitudes as the rotor flux decays. 

build up rotor flux. 

available stator current to the q-axis. 

111. FLUX ESTIMATION 
The method of utilizing trapped rotor flux to maximize 

the torque per ampere of an indirect field oriented induc- 
tion machine requires that the amplitude and location of 
the dynamic flux be known to ensure correct field orienta- 
tion. The slip relationship (5)  shows the amplitude of A:, 
is used to meet the field orientation relationship. 

Maximizing the transient torque per ampere involves 
supplying all the current available from the inverter to the 
d-axis, where the inverter is typically rated for 1.5 to 2.0 
times the motor rated current. Since rated iss for an 
induction motor is approximately 0.3 to 0.5 times its rated 
current, the machine will be significantly saturated during 
this process. 

Since it is necessary to track the dynamic flux amplitude 
for indirect field orientation, a saturation model for the 
flux resulting from the increased d-axis current is also 
required. 

A. Saturation Model 
The goal of the saturation model is to aid in accurately 

predicting the magnitude of the dynamic flux, in order to 
maintain the correct slip frequency and ensure field orien- 
tation. Since field orientation control provides flux only in 
the d-axis, it can be assumed that saturation only occurs 
in the d-axis. As a result, the q-axis parameters in the slip 
frequency equation (11) do not vary with However, 
d-axis parameters L , d  and rrd in the rotor flux equation 
(12) will be a function of the flux: 
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A two-step process was needed to experimentally find the 
relationship between L,d and A:,. The experimentally 
found saturation curve shown in Fig. 2 provides the rela- 
tionship between and i&. Fig. 3 shows the relation- 
ship between L,d and &, which was determined from 
Fig. 2. 

B. Dynamic Flux Estimation 
The saturation model, which assumes ideal field orien- 

tation and hence only d-axis saturation, is used to track 
the amplitude of the dynamically varying flux. Typical 
indirect field orientation schemes which operate with a 
constant steady-state flux amplitude can implement (5 )  
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Fig. 2. Flux A:, as a function of magnetizing current iZ. 
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Fig. 3. Magnetizing inductance L,, as a function of flux A$, 

simply by incorporating A:, together with L,d and rrd as 
in (13): 

ws = K.i&.  (13) 
However, when rotor flux is not constant and varies sig- 
nificantly into saturation, as in this case, a method to 
estimate its amplitude must be used to ensure field orien- 
tation. Since the inverter controls i&, the simplest estima- 
tion scheme would be to implement (121, which gives A:, 
as a function of i&. That is, use the dynamic flux equation 
as an open-loop flux estimator. The parameters L,d and 
r,d and their dependence on rotor flux amplitude must be 
known. Therefore, the saturation model captured in Fig. 3 
can be used to supply the experimentally determined 
relationship between L,d and A& which is unique to the 
machine being controlled. 

A simple open-loop flux estimation scheme is inher- 
ently dependent on varying parameters such as the satu- 
rating inductance Lmd. However, while this open-loop 
topology is most parameter sensitive during motor satura- 
tion, indirect field orientation is insensitive, making it a 
simple and effective choice of implementation [l]. 
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In order to implement this flux estimation in a digital 
system, the dynamic flux model, (12), was discretized using 
a first-order difference equation approximation as follows: 

h;,[k] = Lmd(l  - e-AT/Trd)ie d s  [ k  - 11 

+ e - A T / T ~ d h ~ r [ k  - 11. (14) 

IV. HIGH-PERFORMANCE ELECTROMAGNETIC 
TORQUE MEASUREMENT 

VIA ACCELERATION ESTIMATION 
Measurement of dynamic torque enhancement is made 

difficult by the fact that the electromagnetic torque is not 
a directly measurable variable. Thus some form of alter- 
native technique must be employed. One technique is to 
measure the motion response of the rotor alone and to 
deduce the applied electromagnetic torque based on accu- 
rate knowledge of the rotor’s mechanical parameters. 
Such a technique would lend itself to verification of drive 
performance prior to its attachment to the load. It is this 
approach which is the subject of this section. 

Machine rotors not connected to loads would be ex- 
pected to act as inertial loads with only modest losses due 
to windage and bearing losses. From Newton’s law, the 
electromechanical state equation is 

dwr 
J -  = re, - T~ - rb,  

dt (15) 

where 

J = rotor’s polar moment of inertia, 
y = rotor speed, 

T,, = electromagnetic torque, 

rw = windage torque, 

T~ = bearing drag torque. 

If the windage and bearing drag torques are negligible, 
then the electromechanical state equation may be approx- 
imated as 

dwr J -  T ~ , .  
dt 

(16) 

Thus, for machines not connected to loads, it is possible 
to directly measure the electromagnetic torque by mea- 
suring angular acceleration and scaling it by the rotor’s 
polar moment of inertia, J .  

The practical difficulty with such an approach is that 
general purpose angular accelerometers are not readily 
available. Furthermore, most machines used in modern 
drives already have digital position feedback transducers 
mounted, i.e., either optical encoders or electromagnetic 
resolvers. Thus, to obtain acceleration measurements, 
some form of estimation technique must be used. The 
most common techniques use numerical differentiation or 
acceleration observers 1181, [191. 

Numerical differentiation of digital position data ap- 
pears to be a simple and direct way to calculate the 

acceleration. The problem is that the discretization of 
both angular position and time cause significant resolu- 
tion quantization problems. The basic angular accelera- 
tion resolution quanta are 

‘Ores Ah,,, = -  AT^ ’ (17) 

which for a 2048 PPR encoder with 4 X interface, and a 
2-kHz sample rate produces a basic angular acceleration 
resolution of 

1 
rad 

(0.0005)2 sec2 sec 
Ahres = 2048.4 rad = 4 8 8 7 ,  

which represents a resolution of only about 1:60 for a 
typical servomotor with a peak acceleration capability of 
about 30,000 rad/sec2. This is very coarse resolution and 
extreme filtering would be needed to reduce the quantiza- 
tion noise. Such filtering would, of course, not be suitable 
for measurement of dynamic torque properties and thus 
numerical differentiation is not a good candidate for 
dynamic torque measurement. 

Acceleration observer designs have been developed 
which are suitable for such measurement needs. It has 
further been demonstrated that such observers intrinsi- 
cally provide signal response which is essentially instanta- 
neous and that their resolution is determined by the 
precision of the calculations internal to the observer. This 
encoder-based acceleration observer topology is shown in 
Fig. 4 [18], [19]. 

The observer in Fig. 4 is comprised of two cascaded 
observers, first a velocity observer and second an accelera- 
tion observer. Each observer can be broken down into two 
main parts: feedforward and feedback. The feedforward 
part consists of a realltime simulation of the motor, which 
receives its input from the torque producing current com- 
mand which is fed forward. This simulation runs in paral- 
lel with the actual system and can be thought of as an 
open-loop estimation of the motor’s actual behavior. The 
accuracy of this part of the observer is totally dependent 
on the _torque command feedforward and the inertia esti- 
mate J .  The feedback part consists of the closed-loop 
controller which uses the measured ppsition 8 as the 
reference and the estimated position 8 as the feedback 
signal. Within the eigenvalues (bandwidth) of the closed- 
loop observer, the sensitivity to parameter errors is greatly 
reduced for this topology of observer. Above the eigenval- 
ues (bandwidth) of the closed-loop observer, the estimates 
are primarily determined by the feedforward part and 
thus parameter sensitivity is degraded. Thus, it is best to 
optimize the bandwidth of this observer so as to reduce 
parameter sensitivity [171-[191. 

The following sections will discuss the implementation 
issues €or acceleration observers, such as gain/bandwidth 
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Fig. 4. Acceleration observer block diagram in discrete time format. 

selection, as affected by sampling frequency and system 
element performance limitations. 

A. Gain /Eigenvalue (Bandwidth) Design 
Section of the appropriate eigenvalues (bandwidth) and 

calculation of the corresponding gains are important to 
obtaining accurate and reliable results from the observer. 
The lower the bandwidth of the observer, the more the 
observer will be dependent on the parameter sensitive 
command feedforward part. Therefore, a goal in designing 
the gains for the observer is to have large enough eigen- 
values (high enough bandwidth) to overcome parameter 
errors. However, there is a limit on the magnitude of the 
gains (and thus bandwidth) due to the quantized encoder 
position information. As eigenvalues are increased, noise 
response due to encoder quantization increases. Hence, 
there is an inherent design trade-off in how high the 
bandwidths should be. One additional design decision is 
the selection of sampling frequency. Lowering the sam- 
pling frequency will reduce noise on the estimated veloc- 
ity and acceleration signals. However, the maximum band- 
width will be compromised if the sampling frequency is 
low. This is because the sampling frequency establishes 
the upper limit on the possible bandwidth of the observer. 

As a practical compromise with the quantization noise, 
the velocity portion of the observer was tuned for eigen- 
values at 2, 18, and 170 Hz and the cascaded acceleration 
portion was tuned for eigenvalues at 1, 10, and 100 Hz. 

B. Mechanical Integrity 
Ideally, the useful acceleration observer bandwidth (and 

thus parameter sensitivity) is limited only by the quantiza- 
tion (resolution) of the position feedback device. In prac- 
tice, however, any other issues causing degradation of the 
feedback transducer measurements will also restrict the 
design limits. For example, harmonic errors due to mis- 
alignment between the encoder shaft and the motor pro- 
duce harmonic relative motion (kinematic) errors on the 
encoder signals. These harmonic position errors will cause 
the acceleration observer to produce very large accelera- 
tions due to the frequency-squared relationship between 
position and acceleration harmonics. This contamination 
corrupts the observer estimates and thus must be appro- 

priately minimized. Such concerns should include both 
kinematic motion errors and structural mounting reso- 
nances and resulting dynamic motion errors. 

V. EXPERIMENTAL RESULTS 
A. System Implementation 

Indirect field orientation control of the induction ma- 
chine with dynamic torque per ampere enhancement was 
implemented using the DSP-based system shown schemat- 
ically in Fig. 5. This differs from normal indirect field 
orientation control by the dynamic flux estimation. The 
motor in Appendix B was driven by a 6-kHz current 
regulated PWM inverter (CRPWM). It was controlled by 
a DSP-based, indirect field oriented controller. The DSP 
system also acted to perform the dynamic torque en- 
hancement method described in Section 11-C.3 and to 
execute the cascaded acceleration observer described in 
Section IV. The maximum current from the inverter was 
set to 1.5 times the motor rated current (1.5 pu iids). 

B. No-Load Acceleration 
1) Tuned Field Orientation: The dynamic torque en- 

hancement method of Section 11-C.3 was applied to the 
unloaded test motor which was initially at standstill. By 
using 1.5 pu i i d s  to build up the flux and then switch it to 
the q-axis, a peak acceleration of 3,045 rad/sec2 was 
reached, corresponding to a torque of 3.0 pu. Since the 
optimal steady-state torque for this machine is 2.3 pu, the 
torque enhancement technique yielded a 30% improve- 
ment in torque. Fig. 6(a) shows the measured acceleration 
is only very slightly less than the theoretical acceleration 
for tuned operation. The theoretical acceleration calcula- 
tions were based on the same saturation model used in 
the implementation. The results indicate that an open-loop 
flux estimator which incorporates measured saturation 
data can be used to successfully field orient a saturated 
induction machine, even during substantial flux dynamics. 

As expected, the acceleration decays from its initial 
peak in accordance with the rotor time constant. Once the 
rotor flux decays to the level required for optimal steady- 
state torque, the motor is provided with the constant & 
and i;, required for that torque output. This corresponds 
to the constant acceleration seen in Fig. 6(a). 

2) Detuned Field Orientation: It was shown through sim- 
ulations in C11 that indirect field orientation control under 
conditions of saturation is actually highly insensitive to 
detuning. Fig. 6(b) shows the measured acceleration for a 
slip constant which is two times the correct value. These 
data are overlaid with the acceleration theoretically ex- 
pected for correct tuning. The large w, demagnetized the 
d-axis, causing the flux to decay more quickly. This is 
visible in Fig. 6(b), where the measured acceleration de- 
cays more quickly than the theoretical. However, the 
relative agreement demonstrates the insensitivity of this 
method to detuning of the field oriented controller. It 
should also be noted that the peak torque obtained is not 
affected by the detuning [l]. This would be expected since 
the zero-speed initial conditions guaranteed initial orthog- 

, 
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onal alignment of the flux and mmf at the start of the 
acceleration. 

C. Breaking Away A High-Stiction Load 
One of the most suitable applications of this technique 

is for breaking away a load with high stiction. For cases 
where the optimal steady-state torque of the motor is not 
enough to break the motor free, this method may provide 
a solution which does not require an oversized motor. 
Also, since the motor is at standstill, with zero back emf, 
the inverter will have ample voltage to build up the flux. 
Once the stiction load has been overcome by the in- 
creased torque per ampere and the motor is up to speed, 
the drive would return to normal operation. 

To test this concept, the shaft ends of a 10-hp four-pole 
induction motor were attached to an electromagnetic 
brake and to a resolver for position and speed feedback. 
The friction force obtained from the brake mimics a 
stiction load at zero speed and acts like a combination of 
Coulomb and viscous drag at speeds after breakaway. The 
goal of this test was'to demonstrate that a load which 
cannot be started with optimal steady-state torque, can be 
started using the enhanced torque per ampere method. 

Fig. 7 shows the torque command and rotor speed 
results from the test. The data show how, after the cur- 
rent was switched to the q-axis, producing the enhanced 
peak torque, the motor was able to overcome the brake 
friction and accelerate. However, as the flux and torque 
decayed to the optimal steady-state level, the torque 
dropped below the brake torque. As a result, the net 
negative torque decelerated the rotor back to standstill. 
the measured rotor speed in Fig. 7 was obtained from the 
R/D converter velocity output signal. 

There are several interesting caveats in the data. First, 
the noise on the R /D velocity signal measurement was 
not related to actual torque (and acceleration) in the 
motor, but rather it correlated to the carrier demodula- 
tion noise of the converter. Thus, filtering was applied as 
shown to remove some of those artifacts. Of more general 
concern than the R/D noise is the large oscillations of 
the rotor speed immediately after the peak torque was 
applied. This was caused by the low-stiffness wooden 
platform on which the motor stator and electromagnetic 
brake were mounted. The initial peak torque caused a 
windup of the platform which then broke loose when the 
stiction torque was overcome by the motor. The oscilla- 
tion shows the damping of the energy stored in the 
platform windup up to the point of breakmg loose. While 
this interaction is specific to this system, the same type of 
compliance and oscillation may well be present in other 
such high-stiction apparatus. It should be noted that the 
low pass filtered velocity signal obscures the actual nature 
of the breakaway oscillation. 

VI. MOTOR SELECTION CRITERION 

A method for improving the dynamic torque per am- 
pere capability in induction machines has been experi- 
mentally verified, including the effect of saturation. How- 
ever, the motor properties which enhance its capability 
must also be identified for this technique to become 
generally useful in drive system design. The following 
section helps to identify which type of machine will yield 
the best results. 

The torque enhancement technique is a two-stage oper- 
ation that takes advantage of high initial flux levels as well 
as large currents supplied to the q-axis. Large initial flux 
is achievable in machines which normally operate at levels 
well below the knee of the saturation curve. Thus, for 
example, high-efficiency machines are well suited since 
they can reach flux levels of 1.5 pu, or more if full current 
is used for initial magnetization. Another aspect of the 
torque improvement comes from the switching of large 
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Fig. 7. Rotor velocity w, and torque command i i s .  (1) = measured 
rotor speed, (2) = filtered rotor speed (300 rpm = 8 V). 

currents to the q-axis. Torque gains, above optimal 
steady-state torque, will occur in machines with low 
t & / i ; d ,  ratio, as shown in Fig. 1. The lower the ratio at 
optimal steady-state torque, the larger the i;, gains will 
be during torque enhancement. A low i i s / i id ,  ratio is due 
to large saturated Lmd, therefore machines with large 
Lmd during saturation are best suited for torque enhance- 
ment. 

The amount of time that the enhanced torque is greater 
than the optimal steady-state torque is totally dependent 
on the rotor open circuit time constant. Therefore, it is 
again advantageous for the machine to have a large Lmd 
and also low rotor resistance. The size of the machine is 
also important since, from experimental tests on high- 
efficiency machines, the duration of the enhanced torque 
is approximately 30% of the rotor time constant. There- 
fore, as dictated by scaling laws, the greater in size and 
lower in pole number of the induction machine, the 
longer the rotor time constant and corresponding torque 
enhancement will be. 

VII. CONCLUSION 
The flux dynamic and saturation models for utilizing 

trapped flux to increase the dynamic torque per ampere of 
a field oriented induction machine have been experimen- 
tally verified. The motor chosen for analysis yielded a 30% 
increase in dynamic torque over the best possible steady- 
state torque. Results show that this method is robust with 
respect to field orientation control parameters, since the 
peak torque attainable is unaffected and its decay rate is 
only marginally affected when detuned. 

It has been demonstrated that such dynamic peak torque 
capability is useful in situations which require increased 
torque at start-up, for instance to break away large static 

friction loads. In such cases, it is possible to build up the 
flux before the peak torque is required. This solution 
capitalizes on unused dynamic capability of the inverter 
and machine, thus eliminating the need for equipment 
with higher ratings. 

The machine properties that enhance this method have 
been identified. It is the large saturation flux density and 
Lmd that increase the dynamic torque per ampere signifi- 
cantly above the optimal steady-state level. The rotor time 
constant determines the duration of the enhancement, 
hence, the machine’s size and rotor design can be chosen 
to capitalize on this relationship. 

It has been shown, through correlation of simulation 
and experimental results, that an open-loop flux estimator 
which uses measured saturation data successfully field 
orients the saturated machine. 

The implementation of a high-performance transient 
electromagnetic torque measurement technique using an 
acceleration observer has been presented as a basic tool 
in ver!fying motor torque performance via no-load tests. 

APPENDIX A 

PARAMETER DEFINITIONS 

i ids Stator current vector in excitation frame. 
h i d ,  Rotor flux vector in excitation frame. 
L ,  Mutual inductance. 
L ,  Rotor self-inductance. 
7, Rotor time constant. 
w, Slip frequency. 
p Differential operator. 
P Number of pole pairs. 
T, Electromagnetic torque. 
TL Load torque. 

APPENDIX B 

MACHINE PARAMETERS 
Gould Eplus Induction Motor, Frame F215T 

10 hp, 3 0  L ,  = 38.0mH 
230 V L ,  = 39.5 mH 
24.2 A L ,  = 39.5 mH 
4-poles r, = 0.2 ohms 
J = .040 Kgm’ Te rated = 40.4 N 
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